
Sum of LengthMaterialSTOCK NUMBERDescriptionPART NUMBERQtyItem

160 mmEPDM Shore 65°±5°XRUBBER30x3Rubber lower clampESA-55164176A-0421

180 mmEPDM Shore 65°±5°XRUBBER30x3Rubber upper clampESA-55164176A-0512

516 mmAISI 316XPLAT30x3W5ConsoleESA-55164176S-0113

329 mmAISI 316XPLAT30x3W5Clamp ShellESA-55164176S-0214

263 mmAISI 316XPLAT30x3W5Upper clampESA-55164176S-0315

 AISI 316XPROPACCUW5Rivet Bushing Ø21OAE-21017135M-0146

 AISI 316XBOUTM12x80W5DIN 933 - M12x80 A4-80OBE-12800480M-0027

 AISI 316XMOERM12W5DIN 934 - M12 A4-80OME-12000004M-0028
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ESA MPC Clamp. Clamp range Ø164-Ø176mm.

AISI 316
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Part number:

ESA-55164176S-00
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1,128 kg
Mass:

Third angle projection:

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION:
 
MPC Industries BV claims proprietary rigths to the material disclosed hereon. This drawing and/or 
technical information is issued in confidence for engineering information only and may not be 
reproduced or used to manufacture anything shown or referred to hereon without direct written 
permission from MPC Industries BV to the user. This drawing and/or technical information is the
property of MPC Industries BV and is loaned for mutual assistance to be returned when its purpose
has been served.
THIS DRAWING AND/OR TECHNICAL INFORMATION IS THE PROPERTY OF MPC INDUSTRIES 
BV
 

DO NOT SCALE FROM DRAWING.

© 2017 MPC INDUSTRIES BV, developed and designed by MPC INDUSTRIES BV
General Tolerances: according to: DIN 2768-vL
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