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MaterialDescriptionQtyItem

Zinc plated, Steel, MildBand11

Zinc plated, Steel, MildPlate12

EPDM Rubber Shore hardness 65°±5°Rubber part13

Zinc plated, Steel, MildTrunnion Ø14x23xØ8,514

Zinc plated, ST 8.8Hex head screw M8x8015

Zinc plated, ST 8.8Hex Nut M816

Zinc plated, Steel, MildSquare nut Ø10,5mm17
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Third angle projection:

NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION:
 
MPC Industries BV claims proprietary rigths to the material disclosed hereon. This drawing and/or 
technical information is issued in confidence for engineering information only and may not be 
reproduced or used to manufacture anything shown or referred to hereon without direct written 
permission from MPC Industries BV to the user. This drawing and/or technical information is the
property of MPC Industries BV and is loaned for mutual assistance to be returned when its purpose
has been served.
THIS DRAWING AND/OR TECHNICAL INFORMATION IS THE PROPERTY OF MPC INDUSTRIES 
BV
 

DO NOT SCALE FROM DRAWING.

© 2013 MPC INDUSTRIES BV, developed and designed by MPC INDUSTRIES BV
General Tolerances: according to: DIN 2768-vL

 

SURFACE TREATMENT AND OR PROTECTION:

385

450

30

1,5

80

8
M

2
5

Through hole for screw M10

acc. to the manufact. requirements

Execution:

Reinforcement acc. to manufact. requiements

Zinc electrodeposited

Rubber strip acc. to standard (Neoprene, diesel fuel 

resistant)

Strap material: SM-bnadsteel of deep-drawing quality

Execution: Hexagon head screw DIN 933-M8*80-8.8-A4C

Execution: with T-Locking bolt acc. to DIN3017
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